Aggembly Instructions POLY Country Glider

Tools needed..... Enclosed hardware.....
#2 sq drive bit ' 36 -3" screws
T30 bit (GRKs) 12 -1% lags
3/8" nut setter (1% lags) - 16 -2%" GRKs
7/16" nut setter (% bolts) 12 3" GRKs
9/16" nut.setter (3/8" bolts) 4 -x3" carriage bolts

4 -Hx3%" carriagé bolts .
4 -3/8%2 3/4" hex head

4 ~3/8%4" hex head bolts
§- 8" strews (gphimal dable prd k)

-

Put roofxassembly on 1ts side.

$lide post ‘assembly in each. end. Fasten with 3" screws and

1% 1ags,(1ags are for truss to posgt).

Fasten brace to roof (2x6) with 2%" GRKs. Use 1%" lags for

trusg to gide brace. Use 3" GRKs for brace to poet conection.

Fasten long floor board with 3" scérews; then fasten long M
5 S , braces.

Set up glider frame. Caution! It will be heavy!

Put on other floor 50ard and rest of braces.

. Put swing éésémbly tbdetﬁérf Use 4x3%" carr. bolt £¢w§yuM9

hanger (2x4) to seat: %x3" tarr. bolt for arm to back: 3" GRK

- far arm to swing hanger (2x4). Fasten seat brace with 2%" GKKs

Hang swing onto swing support with 3/8x2 3/4" bolts thru

. bearings at the top.

10.

slide floor. in from end. inbetween the swing hanger. Fasten
with 3/8%4" bolts. |
optional... -table.in middle... center table in middle of

floor. Fasten with 2" screws,

ENJOY YOUR RIDE!
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